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TECHNICAL SPECIFICATION FOR FILES – POLSAT MEDIA ADFLOW 

Recommended specification Alternative specification 

Specification of files HD SD 

Container MXF OP-1a 

Duration 
Full seconds, 

e.g. TC in: 00:00:00:00 
          TC out: 00:00:29:24 

Video 

Codec XDCAM HD422 IMX 50 

Bitrate 50,0 Mb/s 

Chroma format 4:2:2@High 4:2:2@Main 

Height 1920 pix 720 pix 

Width 1080 pix 576 pix 

Aspect ratio 16:9 

Frame rate 25 fps 

Scan mode Interlaced 

First field Top field first 

Color space Standard EBU-R103 

Audio 

Channels 2 (stereo) 

Format PCM 

Sample rate 48,0 kHz 

Audio levels Standard EBU-R128 

  

Specification of files HD SD 

Container MOV ( QuickTime ) 

Duration 
Full seconds, 

e.g. TC in: 00:00:00:00 
          TC out: 00:00:29:24 

Video 

Codec Avid DNxHD DV-PAL 

Bitrate 185,0 Mb/s 25,0 Mb/s 

Chroma format 4:2:2 4:2:0 

Height 1920 pix 720 pix 

Width 1080 pix 576 pix 

Aspect ratio 16:9 

Frame rate 25 fps 

Scan mode Interlaced 

First field Top field first Bottom field first 

Color space Standard EBU-R103 

Audio 

Channels 2 (stereo) 

Format PCM 

Sample rate 48,0 kHz 

Audio levels Standard EBU-R128 

 


